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M P 4H 15P ‐1224 12x 24x 4 11 ‐3/ 8 23 ‐3/ 8 3 ‐3/ 4 1000 0 .27
M P 4H 15P ‐1620 16x 20x 4 15 ‐3/ 8 19 ‐3/ 8 3 ‐3/ 4 1100 0 .27
M P 4H 15P ‐1625 16x 25x 4 15 ‐3/ 8 24 ‐3/ 8 3 ‐3/ 4 1390 0 .27
M P 4H 15P ‐2020 20x 20x 4 19 ‐3/ 8 19 ‐3/ 8 3 ‐3/ 4 1390 0 .27
M P 4H 15P ‐2024 20x 24x 4 19 ‐3/ 8 23 ‐3/ 8 3 ‐3/ 4 1670 0 .27
M P 4H 15P ‐2025 20x 25x 5 19 ‐3/ 8 24 ‐3/ 8 3 ‐3/ 4 1730 0 .27
M P 4H 15P ‐2424 24x 24x 4 23 ‐3/ 8 23 ‐3/ 8 3 ‐3/ 4 2000 0 .27
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THIS DOCUMENT, AND ALL INFORMATION WITHIN IT, IS THE PROPRIETARY 
PROPERTY OF COLUMBUS INDUSTRIES INC. (CI).  IT IS CONFIDENTIAL AND ANY 
REPRODUCTION OR DISCLOSURE OF IT IS FORBIDDEN WITHOUT WRITTEN 
PERMISSION FROM CI.  THE ORGINAL AND ANY PERMITTED COPIES
OF THIS DOCUMENT MUST BE RETURNED UPON THE WRITTEN REQUEST OF CI.
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Header Detail

Performance Notes
  1. Testing per ASHRAE 52.2-2007
  2. Final Recommended Resistance 1.5" W.G.
  3. Rated Velocity 500 FPM
  4. Maximum Operating Temperature 160° F.
  5. Rated for Flamability per UL 900
  6. Special Sizes Not Available
 
Standard Construction
  1. Dual Layer, Gradient Density Media
        Media Area by Size in Square Feet:
           12x14:  27
           16x20:  32
           16x25:  40
           20x20:  43
           20x24:  49
           20x25:  51
           24x24:  60
  2. Molded Plastic Pleat Supports Upstream and Downstream
  3. Molded Plastic Frame with Integral Header
  4. Header is Solid Upstream, Downstream, and on all 4 sides
  5. Pleat Edges captured in Non-Flamable Adhesive.
 
Optional Construction
  1. Gasket options available
         1/2" wide x 3/8" thick, Foam Gasket
         Application Options:
             Upstream (4 pieces)
             Downstream (4 pieces)
             Sides  (1 or 2 pieces)

(20x20 size shown)

Upstream
Pleat Support
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Pleat Support
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