Characteristics

Media: 100% synthetic polypropylene fibers.
Frame: 26 gauge galvanized steel.

Frame to media adhesive: Solid, water-resistant adhesive.

Media support stabilizers: Polypropylene polymer.
Cross braces: Galvanized cross braces upstream and downstream.
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Air Flow Pak Single Header, 65%, MERV 12
Model Number Nominal Width Height Depth
Size IIAII IIBII IICII

AFP65S-4412H 24x24x12 23-3/8" 23-3/8" 11-1/2"
AFP65S-2412H 12x24x12 11-3/8" 23-3/8" 11-1/2"
AFP65S-0412H 20x24x12 19-3/8" 23-3/8" 11-1/2"
AFP65S-0012H 20x20x12 19-3/8" 19-3/8" 11-1/2"
AFP65S-6012H 16x20x12 15-3/8" 19-3/8" 11-1/2"
AFP65S-6512H 16x25x12 15-3/8" 24-3/8" 11-1/2"
AFP65S-4406H 24x24x06 23-3/8" 23-3/8" 5-7/8"
AFP65S-2406H 12x24x06 11-3/8" 23-3/8" 5-7/8"
AFP65S-0406H 20x24x06 19-3/8" 23-3/8" 5-7/8"
AFP65S-0006H 20x20x06 19-3/8" 19-3/8" 5-7/8"
AFP65S-6006H 16x20x06 15-3/8" 19-3/8" 5-7/8"
AFP65S-6506H 16x25x06 15-3/8" 24-3/8" 5-7/8"

Notes:

UL 900 Rated for flammability

65% per ASHRAE 52.1

MERV 12 per ASHRAE 52.2 - 2017
Initial Resistance - 12" Model:
@ 500 fpm: 0.37" w.g.
Available with the following
gasketing options:
GU - Gasket Upstream
GD - Gasket Downstream
GS- Gasket Sides

An example of the part number with
options is: AFP65S-4412HGU.
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